


PGM-Fi Engine
Programmed Fuel Injection, is a proprietary 

digital, electronic, multi-point injection system 
for internal combustion engines. It provides 

reduced emissions and better fuel efficiency. 

OBD2B
Compliant Engine

The OBD2B Compliant Honda Engine with 
powerful torque achieves strong acceleration 

across all speed ranges through optimisation 
of intake and exhaust components.

Piston Cooling Jet
The NX200 is fitted with the Piston Cooling 

Jet which helps reduce friction and maintain 
optimum engine temperature. 



Ultimate
 Comfort.
Unmatched
Convenience.

The new Honda NX200 is built for effortless rides, 
featuring upright ergonomics that keep you 
comfortable and fatigue-free on long journeys. 
Moreover, its well-cushioned seat and raised 
handlebars ensure a smooth, steady ride,
so you can explore without any ifs and buts.



USB C
Charging 

Stay powered up in every journey! NX200 is 
equipped with a convenient USB C charging 

port which can be used to charged your 
devices on the go. 

Hazard Switch
The NX200 is equipped with a Hazard 

Switch which you can activate if you need 
to make a stop or slow down.

3+7 Years
Warranty

Package
*Complete peace of mind with

10 years warranty package, 
comprising 3 years standard and 

7 years optional service warranty.



Colours

Athletic Blue Metallic

Radiant Red Metallic

Pearl Igneous Black
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Body Dimensions

Parameters NX200

Length (mm) 2035mm
Width (mm) 843mm
Height (mm) 1248mm
Wheelbase (mm) 1355mm
Ground clearance (mm) 167mm
Kerb weight (kg) 148kg
Seat height (mm) 810mm
Seat Length (mm) 613mm
Fuel tank capacity (L) 12L

Tyres & Brakes

Parameters NX200

Braking system 2 Channel ABS
Tyre size & type (front) 110/70-17 M/C 54S
Tyre size & type (Rear) 140/70-17 M/C 66S
Brake type & size (front) Disc 276mm
Brake type & size (rear) Disc 220mm

Frame & Suspension

Parameters NX200

Frame type Diamond Type
Front suspension Upside Down 
 Front Fork(USD)
Rear suspension Monoshock

Electricals

Parameters NX200

Battery 12V, 5.0Ah
Head lamp LED
Tail Lamp  LED
Winkers  LED

Parameters NX200

Type 4 Stroke, SI Engine
Displacement 184.4cc
Max net power 12.5 kW @ 8500 rpm
Max net torque 15.7 Nm @ 6000 rpm
Fuel system PGM-FI
Bore x stroke(mm) 61.000 X 63.096
Compression ratio 9.5 : 1
Starting method Self

Engine

Parameters NX200

Clutch type Multiplate Wet Clutch
No. of gears 5

Transmission
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